
SKU Closed Length Open Length Load Capacity Height Width Weight per Pair

52-90-400 400mm 800mm 90kg (200lbs) 51.9mm 12.9mm 1.8 kg

52-90-450 450mm 900mm 90kg (200lbs) 51.9mm 12.9mm 2.0 kg

52-90-500 500mm 1000mm 90kg (200lbs) 51.9mm 12.9mm 2.2 kg

52-90-550 550mm 1100mm 90kg (200lbs) 51.9mm 12.9mm 2.5 kg

52-90-600 600mm 1200mm 90kg (200lbs) 51.9mm 12.9mm 2.7 kg

52-90-650 650mm 1300mm 90kg (200lbs) 51.9mm 12.9mm 2.9 kg

52-90-700 700mm 1400mm 90kg (200lbs) 51.9mm 12.9mm 3.2 kg

Technical Specifications  -  Heavy Duty 90kg - Detent-in Ball Bearing Drawer Runners

Heavy Duty 90kg - Detent-in Ball Bearing Drawer Runners Datasheet

Designed for use in heavy duty storage applications. The slides allow full
extension with a load capacity from 90kg per pair.

Slides must be side mounted on the sides of the drawer.
The detent-in feature helps keep the slides in closed position.
Ball bearings allow smooth and controlled opening and closing.
Ensure slides are level and securely fixed for proper
performance.                                      
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Suitable for Side Mounted applications up to 90kg.
Detent-in: holds the drawer in its closed position.
Triple telescopic fully extendable for full drawer access.
Ball bearings ensure smooth movement.
Made from 2mm thick steel.
Sold as a pair (can be installed on either side).
Zinc plated (Cr3+): The top layer of the heavy duty slider is
coated with zinc followed by a chromium protective layer.
This allows the steel to protect against rust and corrosion. 
RoHS compliance: The finish meets the EU/UK standards of
not using hazardous substances for the finish.
72 hours NSS test: Simulating salt conditions to provide a
better finish and to avoid long term corrosion. 

Weight: 1.8 - 3.2kg
Material: Steel
Ball bearing material: Carbon steel
Height: 51.9 mm 
Width: 12.9 mm (+0.4/0mm)
Max load: 90kg rated per pair for side mounting
Finish: Zinc Plated, RoHS compliant
Screws not included.
Maximum screw head height: 2.3mm
Recommended screws: M5 or M6 pan/button head
screws. 

Do not exceed 90 kg per pair.
Do not mount slides vertically or flat.
Do not modify the slides nor drill additional holes (this
weakens the structure).
The load capacity is only valid when side mounted.
Not suitable for dynamic or high impact environments.
Use in matched pairs only.
Must be mounted to sturdy, flat surfaces (metal, hardwood,
high density plywood).
Always secure all fixings using correctly sized screws that do
not interfere with the slide mechanism.

Specifications

Key Features

Please note that there will be a tolerance of ± 3mm on the extended length.
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Safety and Misuse Warnings
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Dimensions of Mounting Holes

All dimensions listed in millimetres. 
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Technical Drawing  -  Heavy Duty 90kg - Detent-in Ball Bearing Drawer Runners
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StrutsDepot Limited

Star slots diameter: ⌀5.8mm

Contact us:
Tel: +44 02088870100

E-mail: info@strutsdepot.com
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